### Service Part Numbers

<table>
<thead>
<tr>
<th>ITEM</th>
<th>QTY</th>
<th>DESCRIPTION</th>
<th>PART NUMBER</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>1</td>
<td>Control Module</td>
<td>250-2746</td>
</tr>
<tr>
<td>2</td>
<td>1</td>
<td>Main Harness</td>
<td>250-2712</td>
</tr>
<tr>
<td>3</td>
<td>1</td>
<td>ECM Harness</td>
<td>250-2747</td>
</tr>
<tr>
<td>4</td>
<td>1</td>
<td>Switch</td>
<td>250-2721</td>
</tr>
<tr>
<td>5</td>
<td>1</td>
<td>Sack Parts</td>
<td>250-2748</td>
</tr>
<tr>
<td>6</td>
<td>1</td>
<td>Brake Switch</td>
<td>250-2734</td>
</tr>
</tbody>
</table>

### CONTENTS

- Installation..........................2
- Control Switch........................4
- Wiring Diagram.......................6
A. INSTALLATION PREPARATION:

1. Disconnect Negative Battery Cable Before Installation. Figure 1

2. Remove the steering column shroud and lower dash panel. Figure 2

B. HARNESS INSTALLATION:

1. Locate the white connector at the ignition switch. Connect the **Red Ignition Wire** (+12v ignition) from the main cruise harness to the **Green/Red Wire** of the ignition switch connector. Figure 3

2. Locate the yellow 12-pin clock spring connector at the left side of the steering column.

**Note:** If white wire is not present in pin 6 at connector, go to step C of the instructions.

Connect the **White Cruise 1 Wire** from the main cruise harness to the **White Wire** (+5v cruise) in pin 6. Figure 4 Go to step D (brake switch installation) to continue.
C. PCM Harness Installation:

1. **If** white wire was not present at the clock-spring connector, remove the PCM connector (closest to firewall) as shown in Figure 5.

2. Use a precision tool or small flat head screwdriver to release the retainer at the center of the connector. Figure 6

3. Insert the terminal from the gray cruise harness supplied in kit to pin 23. (For reference; pin 1 green/blue; pin 2 green/black; pin 16 green/white or black/red). Figure 7

4. Be sure to press in retainer before connecting to PCM.

D. Brake Switch Installation:

1. Disconnect the connector from the brake switch. Remove the 2-pin brake switch by turning clockwise and then releasing. Figure 8. Replace with 4-pin cruise brake switch supplied in kit.

2. **Caution:** Press in the brake pedal and hold. When installing the brake switch position the switch in the diagonal hole of the bracket so that the switch can be turned counter-clockwise. Release the brake pedal in at rest and turn the brake switch counter clockwise to lock the switch into place. Figure 9. Be sure to check the following readings with an ohmmeter before drive testing:

   **Inner Brake Switch Terminals**
   1. Pedal at rest- 0.01ohm continuity
   2. Pedal pressed- Open circuit

   **Outer Brake Switch Terminals**
   1. Pedal at rest- Open circuit
   2. Pedal pressed- 0.01ohm continuity

**Note:** If the brake switch readings are any different than above or not installed properly, pressing the brake will not cancel the cruise.
D. Brake Switch Installation (cont.):

2. Replace connector. Connect the Green Wire marked Cruise 2 and the Black Wire of the Main Cruise Harness to the Black Ground Wire at the brake switch connector. Figure 10

E. Control Switch Installation:

1. Mark hole as shown in Figure 10. Use the Lever Wedge as an angle template to drill 9.5mm or 3/8” hole in lower shroud. Position the lockwashers as shown in Figure 11. Start nut and position the lettering for driver’s best view. Fully secure nut at 2.5-2.8Nm. Do Not Overtighten.

2. Locate the 4 pin connector in hardware kit. Figure 12. Install 4 Pin connector on Red, Brown, Green, and Yellow switch wires. Figure 13. Do not use the black and blue wires from switch harness. Wrap these remaining wires with electrical tape.

3. Connect switch harness to Main Cruise Harness. Verify that all colors match. Connect Main Cruise Harness to Cruise Control Module.

CAUTION: Do not use the black and blue wires from the control switch. Wrap wires with electrical tape.
F. REASSEMBLY:

1. Reinstall all removed parts from vehicle.

2. Secure all wires with wire ties.

3. Reconnect negative battery cable.

G. TESTING:

1. Test cruise functions in accordance with operating instructions. The “cruise” indicator light will activate in the instrument cluster when control switch is turned on. **Figure 14.** The control switch indicator light will not illuminate for this application.

**IMPORTANT:** Verify cruise disengages when vehicle is put in neutral or brake is depressed.