### General Applicability

**This cruise was tested and verified on:** 2.7, 3.5, 5.0

**Ford F-150**

### Kit Contents/Service Parts

<table>
<thead>
<tr>
<th>Item</th>
<th>Qty</th>
<th>Description</th>
<th>Part#</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>1</td>
<td>Limiter Module 65MPH</td>
<td>250-</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Limiter Module 70MPH</td>
<td>250-</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Limiter Module 75MPH</td>
<td>250-</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Limiter Module 80MPH</td>
<td>250-</td>
</tr>
<tr>
<td>2</td>
<td>1</td>
<td>Pedal Interface Harness</td>
<td>250-2804</td>
</tr>
<tr>
<td>3</td>
<td>1</td>
<td>Diagnostics Harness</td>
<td>250-2828</td>
</tr>
</tbody>
</table>

### Recommended Tools

#### Personal & Vehicle Protection
- Safety Glasses

#### Special Tools
- Volt-Ohm Meter

#### Installation Tools
- Trim Removal Tool
- 10-MM Wrench
- Soldering Tool

#### Special Chemicals

### Conflicts

**Note:**

### Legend

- **STOP:** Damage to vehicle may occur. Do Not Proceed until process compliance has been met.
- **Operator Safety:** Use caution to avoid risk of injury.
- **Critical Process:** Proceed with caution to ensure a quality installation. These points will be audited on a completed vehicle installation.
- **General Process:** This highlights specific processes to ensure a quality installation. These points will be audited during the accessory installation.
- **Tools & Equipment:** This calls out the specific tools and equipment required for the process.
- **Revision Mark:** This mark highlights a change in installation with respect to previous issue.

### Hardware Bag Contents

<table>
<thead>
<tr>
<th>Item</th>
<th>Qty</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>8</td>
<td>Wire Zip Ties</td>
</tr>
</tbody>
</table>

### WARNING

- **DO NOT USE HAND-HELD 2-WAY TRANSCEIVERS INSIDE YOUR VEHICLE WHILE DRIVING.**

  When transmitting from inside the car, 2-way radios that operate in the 25MHz-700MHz frequency range with more than 2.0 watts of power can produce electromagnetic interference that could interfere with the operation of cruise and throttle controls resulting in vehicle "LIMP MODE".

  Use of cellular phones will not interfere with these controls.

- **DUE TO SENSITIVE NATURE OF SIGNALS USED FOR THIS PRODUCT, ALL NON-PLUG AND PLAY CONNECTIONS MUST BE SOLDERED. FAILURE TO COMPLY WITH THIS REQUIREMENT WILL VOID WARRANTY.**
TO MAKE THE INSTALLATION EASIER, THE COMPLETE INSTALLATION INSTRUCTIONS SHOULD BE READ THROUGH BEFORE INSTALLATION IS STARTED.

THIS INSTALLATION INSTRUCTIONS CONTAINS INFORMATION HOW TO INSTALL THE ELECTRONIC CRUISE CONTROL WHICH IS NOT A DO-IT-YOURSELF JOB.

MODERN CARS ARE EQUIPPED WITH ELECTRONICS, WHICH CAN BE COSTLY DAMAGED BY INAPPROPRIATE TREATMENT.

ROSTRA PRECISION CONTROLS CAN NOT BE HELD RESPONSIBLE FOR ANY ERROR CAUSED BY WRONG INSTALLATION.

ALWAYS DISCONNECT THE NEGATIVE CABLE FROM BATTERY BEFORE INSTALLATION.

ALWAYS USE THE ENCLOSED INSTALLATION INSTRUCTION FOR INSTALLING THE ELECTRONIC CRUISE CONTROL.

CHECK THE PART NUMBER OF THE CRUISE MODULE LABEL IS THE SAME COMPARED TO THE PART NUMBER OF THE INSTALLATION INSTRUCTIONS.

BE AWARE OF RADIO CODES THAT MIGHT HAVE TO BE TYPED IN.

FIND A LOCATION TO INSTALL THE CRUISE MODULE AND CONTROL SWITCH.

IF ANY WIRES ARE LEFT, THEN CUT OFF AND INSULATE.

ONLY USE A MULTIMETER TO MEASURE VOLTAGE.

ALWAYS DRIVE THE CAR FOR A COMPLETE TEST BEFORE ASSEMBLING THE CAR.

ALL WIRE LEADS MUST BE SOLDERED.
To OBD2 Connector

* Note: If the OBD2 interface connector does not fit, or you do not want to use the plug cap, cut the Rostra connector off and solder wires: Red Wire to Pin 6, Black Wire to Pin 14 of OBD2 connector in the vehicle.

Ignition 12 volts
WHITE/ORANGE IGNITION SWITCH HARNESS BLACK 7 PIN CONN, PIN 1

Connect to the accelerator pedal

10mm Wrench
Negative Battery Cable

Battery