** Universal Hardware Kit Contents**

<table>
<thead>
<tr>
<th>ITEM</th>
<th>QTY</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>12</td>
<td>Wire Zip Ties</td>
</tr>
<tr>
<td>2</td>
<td>4</td>
<td>Bolts w/ Washers</td>
</tr>
<tr>
<td>3</td>
<td>4</td>
<td>Foam Washers</td>
</tr>
<tr>
<td>4</td>
<td>8</td>
<td>Pan Head Screws</td>
</tr>
<tr>
<td>5</td>
<td>8</td>
<td>Nuts</td>
</tr>
<tr>
<td>6</td>
<td>3</td>
<td>Electrical Connectors</td>
</tr>
<tr>
<td>7</td>
<td>2</td>
<td>#10-32 Pan Head Screw</td>
</tr>
<tr>
<td>8</td>
<td>2</td>
<td>#10-32 Nut w/Lockwasher</td>
</tr>
<tr>
<td>9</td>
<td>1</td>
<td>VHB Tape</td>
</tr>
<tr>
<td>10</td>
<td>4</td>
<td>Brackets</td>
</tr>
</tbody>
</table>

** Hardware Kit (260-5000-UNI) sold separately **

** Recommended Tools **

** Personal & Vehicle Protection **
- Safety Glasses
- Masking Tape

** Special Tools **
- Volt-Ohm Meter

** Recommended Installation Tools **
- Trim Removal Tool (Phillips Screwdriver)
- Tape Measure (10-mm Wrench)
- Drill Bits (Soldering Tool)
- Wire Cutters (Sharp Knife)

** Special Chemicals **

** Conflicts **

** Note:**

** Legend **

- **Stop:** Damage to vehicle may occur. Do Not Proceed until process compliance has been met.
- **Operator Safety:** Use Caution to Avoid Risk of Injury.
- **Critical Process:** Proceed with Caution to Ensure a Quality Installation. These points will be audited on a completed vehicle installation.
- **General Process:** This highlights specific processes to ensure a quality installation. These points will be audited during the accessory installation.
- **Tools & Equipment:** This calls out the specific tools and equipment required for the process.
- **Revision Mark:** This mark highlights a change in installation with respect to previous issue.
NOTE!

- **INSTALLATION MUST BE DONE IN STRICT ACCORDANCE WITH THE INSTALLATION INSTRUCTIONS.**
- **DAYTIME RUNNING LIGHTS (DRLs) ARE DESIGNED TO TURN ON WITH IGNITION AND REMAIN ON UNTIL IGNITION IS TURNED OFF. DRLs ARE NOT A SUBSTITUTE FOR HEADLIGHTS AT DUSK/DAWN OR DURING DARKNESS.**
- **THE DRLs COME PROGRAMMED TO BE USED AS POSITION LIGHTS (DIMMING THE DRLs WHEN THE HEADLIGHT SWITCH IS ON). TO TURN THE POSITION FEATURE OFF, CONNECT THE DRLs AS DESCRIBED IN THE INSTRUCTIONS BELOW, THEN:**
  - Turn ACC/Ignition on.
  - Quickly turn the headlight switch ON and OFF three times and the fourth time leave them ON.
    
    **NOTE:** The DRLs will flash momentarily.
  - Quickly turn the headlight switch ON and OFF two times and the third time leave them ON. This will turn the position light feature OFF.
  - To turn the position light feature ON, repeat the steps above.
- **PLEASE ENSURE ALL WIRING IS LAID SO THAT IT CANNOT BE PULLED OR ABRADED AND IS SECURELY FASTENED WITH WIRE TIES.**

**ATTENTION:** Fogging of the Lenses

Modern headlamps are ventilated to avoid corrosion. This means that in certain conditions condensation collects inside of the lens. This should disappear shortly after the DRL is turned on.

**Fogging of the Lens is no reason for complaint!**

**INSTALLATION**

STEP 1: DRL Mounting Instructions

1. It is advisable to disconnect the negative battery cable for 3 minutes before beginning installation to avoid unintended air bag deployment.

**Note:** Record any anti-theft radio codes prior to disconnecting.
STEP 1: DRL Mounting Instructions

(Continued)

2. Make sure the installation position of the Rostra DRLs conforms to the diagrams in Figures 2, 3 & 4.

INSTALLATION REQUIREMENTS:

- Lights must be mounted no less than 250mm (10") and no more than 1067mm (42") above the ground (ECE R87 states no more than 1500mm (59") above ground). If DRLs are to be used as a position lights as well, lights must be mounted no less than 350mm (14") above the ground. **Figure 2**

- The center line of the light must be parallel to the ground. **Figure 3**

- The reference axis of the light must be parallel to the longitudinal axis of the vehicle (i.e. the lens of the light should be vertical to the ground and perpendicular to the direction of travel). **Figure 4**

- Light must be visible from 20° inboard and outboard, as well as from 10° above and below the horizontal axis.

- Two lights are required for motor vehicles.

- Lights to be mounted within 400mm (16") of the widest point of the vehicle and no closer than 600mm (24") together.

- If the DRLs are located within 100mm (ECE R87 states 25mm) of an indicator light, the DRL must dim when the indicator is operated. Use the Indicator harness provided.

3. Using the hardware provided separately (250-5000-UNI), mount the DRLs according to the requirements above. Depending on your car model, the customized installation may be performed:

- With or without the supplied brackets and hardware.

- With or without cutting or modifying the vehicle surfaces.

**NOTE:** You may use the M6 tapped holes on the light module’s body for any other type of mounting.

STEP 2: Electrical Installation

(see Figure 5)

1. Connect the Short DRL Extension Harness to the Black/White connector of the Control Module and the Driver’s side DRL.

2. Connect the Long DRL Extension Harness to the Grey/White connector of the Control Module and the Passenger’s side DRL.
**STEP 2: ELECTRICAL INSTALLATION**

**(Continued)**

**NOTE:** It is recommended to solder all electrical connections and cover with heat shrink tubing, see **Figure 6**. If soldering and heat shrink tubing is not an option, use the provided electrical connectors.

3. Secure the Control Module in the Driver’s side of the engine bay using the provided double-sided tape and/or hardware. Be sure to thoroughly clean the area with isopropyl alcohol or other acceptable cleaner.

4. Connect the Power harness to the Control Module.

5. Connect Red wire from Power Harness to Fuse harness supplied.

6. Connect the Fuse harness to +12V Ignition source such as the cigarette lighter.

7. Connect Blue wire from Power Harness to +12V of Headlight or Headlight Switch.

8. Connect Black wire to vehicle Ground or Negative (-) battery terminal.

**NOTE:** If the DRLs are located within 100mm (ECE R87 states 25mm) of an indicator light, the DRL must dim when the indicator is operated. Use the Indicator harness provided and connect as follows:

- Connect the Red wire of the Indicator Harness to +12V Driver Side Indicator Light (Turn signal).
- Connect the Blue wire of the Indicator Harness to +12V Passenger Side Indicator Light (Turn signal).

**STEP 3: TEST ALL FUNCTIONS**

**NOTE:** Make sure the DRLs are connected to the Control Module prior to reconnecting the Battery.

1. Reconnect the Battery.

2. Ensure DRLs remain on while the ACC power is on.

3. Ensure DRLs dim when headlights are turned on.

4. If using the Indicator Harness, ensure DRL dims when respective indicator light is turned on.

**STEP 4: REASSEMBLY**

1. Reassemble the vehicle.

2. Secure all wires with Zip ties away from the engine and any sharp/moving objects.